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Parts Checklist

Seat Pad

Scooter Board

Joystick Controler

Tools you need for assembly, Phillips head screwdriver and 1/4 inch wrench.

Battery Charger
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Screws

0'' Nuts

Washers

1/4 2

Please Note:The pneumatic wheels on this Scooter Board have been factory inflated to 35 PSI.
(Pounds per Square Inch), the maximum inflation for these tires is 50 PSI.Tire pressure can be adjusted up or
down within this range to accommodate different weights of users and different surfaces for maximum traction.
A rule of thumb increasing tire pressure should only be needed for heavy users, light users less than 50 lbs.
should be fine with the factory setting of 35 PSI. It is not recommended to run the Scooter Board with the tires
inflated less than 25 PSI, doing so could cause poor control or damage to the rims of the tires.
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Assembly

Open

Adjustable

Folding the extension boards out flat, allows the user to control the Scooter Board
from a prone position.
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Velcro

The Scooter Board pad is Velcro backed on one side; line the Velcro up on the pad with the Velcro strips
on the Scooter Board's body (see illustration). This will provide secure attachment of the pad to the
Scooter Board.
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Joystick cable Velcro
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Joystick

On/Off Switch

Jacks

Scooter Board Body

Washer

Velcro

The Scooter Board's Gooseneck mounted joystick can be mounted in three different
locations (see illustration below), to accommodate the user's seated or prone position.
When mounting the joystick make sure to place the washer between the Scooter body
and the T-Handel.

The control panel has four external switch input jacks to except switches, for
users who are unable to use a joystick. Each jack will control one of the four functions
Forward, Right, Left and Reverse (Please Note: in reverse a backup alert will beep).
When using joystick secure cable under Velcro strip.

Joystick Imput Jack

Charging Jack
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The Scooter Board's first charging should be 12 hours. To charge the Scooter Board
plug the charger cord into the charging jack on the Scooter's control panel. Next plug
the other end into an AC wall outlet. A full charge should give approximately two hours
run time.

During use if the battery runs too low, a warning beep will sound to let you know it's time
to recharge the battery.

Joystick Imput Jack

Charging Jack

Battery Charger

Please Note: Due to the self-discharging characteristics of this type of battery, please refer to the enclosed
frequently asked charging questions sheet for proper battery care and charging instructions.
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Open

15 Amp Fuse

If Scooter does not run check the following. On/Off switch is in the On position, Battery is
charged, (24 hours for full charge). All joystick or switches connection are tight with no
gaps. If the Scooter still does not work check the 15 amp fuse located in the base of the
Scooter. Replace if needed. After following these trouble shooting tips and the Scooter still
does not work contact out Technical Support dept. at 1-800-832-8697 Ext. 20.
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12 Volt 7 Amp. Battery

Battery must be charged for 24 hours after use for a full charge.
Check battery cables for good connection.


